


Surface mounting 11 3/4"H x 14"W x 3"D
Flush mounting 11 3/4"H x 14"W
Desk top mounting 11 3/4"H x 14"W x 8 1/4"D

DIMENSIONS

One - 500-057 25 ft. Interconnect Cable (900-503)
Two - 500-057 25 ft. Interconnect Cables (900-500,900-505)

900-503 - 30 point Master
900-505 - 50 point Master
900-500 - 80 point Master

(11) There shall be an All Call switch to make short
announcements to patient rooms.

(12) The handset shall be modular type with built-in
push to talk switch.

(13) There shall be a push to talk switch on front of
Master panel which will allow for intercom
operation through panel speaker when in the
hands free mode.

(14) The cabinet shall be constructed of heavy gauge
painted steel with a Lexan overlay across the
entire front. The cabinet shall be designed for
desktop, surface, or flush mounting.

(15) Plugging in supplied 25 foot interconnect cables
shall be the only connection necessary in Master.

(16) The Master shall conform to Underwriters'
Laboratory, Inc. Standard (U.L. 1069).

*NOTES*

(1) One or two twenty-five foot 500-057 cables are supplied with each master as a standard feature.
Longer cables are available upon request. The cables are supplied with connectors on each end.

(2) A minimum of 1 1/2" conduit is required between master and central control panel to accommodate
the 500-057 interconnect cables.

FLUSH CUTOUT SIZE

STANDARD EQUIPMENT

MODELS

10 5/8"

14"

2"

11 5/8"

12 11/16"


